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7.2. Packaging info

7.2.1. Tray packaging
Anti-static tray is specifically designed for mass production. It can be used directly on SMT 

automatic machine.

Before July 1st, 2022

After July 1st, 2022



 

 

31 

7.2.2. Reel packaging

W 32.00 ±0.30 

P1 16.00 ±0.10 

E1 1.75 ±0.10 

F 14.20 ±0.10 

D0 1.50 +0.1/-0 

P0 4.00 ±0.10 

P2 2.00 ±0.10 

A0 10.40 ±0.10 

B0 16.40 ±0.10 

K0 2.60 ±0.10 

T 0.30 ±0.05 
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7.3. Order code
Each model has two options of packaging. Please use following part no. when placing order 

to us.

Model Tray Tape & Reel 

MDBT42Q-AT MD-240A2-S22 MD-240A2-S22R 

MDBT42Q-PAT MD-240A2-S25 MD-240A2-S25R 

MPQ of Reel packaging is 1,500 pcs and Tray packaging is 88 pcs.
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8. Specification

Any technical spec shall refer to Nordic’s official documents as final reference. Contents 

below are from “nRF52810 Product Specification v1.5”, visit the link to view full spec.

8.1. Absolute maximum ratings

8.2. Operation conditions

https://docs.nordicsemi.com/bundle/ps_nrf52810/page/keyfeatures_html5.html
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8.3. Electrical specifications

8.3.1. General radio characteristics

8.3.2. Radio current consumption (Transmitter)
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8.3.3. Radio current consumption (Receiver)

8.3.4. Transmitter specification

8.3.5. Receiver operation
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8.3.6. RX selectivity
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8.3.7. RX intermodulation

8.3.8. Radio timing parameters
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8.3.9. RSSI specifications

8.3.10. CPU

8.3.11. Power management
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9. Antenna

9.1. MDBT42Q series
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9.2. MDBT42Q-P series
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10. Reference circuit
Module is pre-programmed with Raytac’s AT command firmware. Default is 

“LDO mode” and is using internal 32.768KHz RC oscillator.

REMARK:

** When using DC-DC mode, please add L2 / L3 / C14. **

** When NOT using internal 32.768KHz RC oscillator, please add X2 / C12 / C13.
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11. Certification

11.1. Declaration ID for Bluetooth

BT 5.4

BT 5.1

BT 5.2
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11.2. FCC crtificate (USA)

BLE 1 Mbps
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BLE 2 Mbps
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11.3. TELEC certificate (Japan) 

BLE 1 Mbps
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BLE 2 Mbps



 

 

47 

11.4. NCC certificate (Taiwan)

MDBT42Q Series

BLE 1 Mbps & 2 Mbps
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MDBT42Q-P Series

BLE 1 Mbps & 2 Mbps
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11.5. CE test report (EU)

BLE 1 Mbps & 2 Mbps
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11.6. IC certificate (Canada)

BLE 1 Mbps
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BLE 2 Mbps
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11.7. SRRC certificate (China) 

BLE 1 Mbps & 2 Mbps
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11.8. KC crtificate (South Korea)

BLE 1 Mbps & 2 Mbps

 



 

 

55 

11.9. RoHS & REACH report
Please visit “Support” page of our website to download. 

11.10. End-Product label
It is suggested using following content adding to package or user manual or label to obey the 

regulation. Any rules of end-product label shall refer to each certification for final reference.

11.10.1. FCC (USA)
The FCC statement should be included in the user manual when there is no enough space 

on label. Otherwise, it should be included on the label.

“This device complies with part 15 of the FCC rules. Operation is subject to the following two 

conditions. (1) This device may not cause harmful interference. (2) This device must accept 

any interference received, including interference that may cause undesired operation.”

The final end product must be labeled in a visible area with the following: “Contain FCC ID: 

SH6MDBT42Q”.

11.10.2. TELEC (Japan)
When manufacturer is placing the product on the Japanese market, the product must be 

affixed with the following Specified Radio Equipment marking:

http://www.raytac.com/document/index.php?index_m_id=13
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11.10.3. NCC (Taiwan)
請依下列標籤式樣自製標籤，標貼或印鑄於器材本體明顯處，始得販賣或公開陳列。

Series 標籤樣式 

MDBT42Q Series 
 

MDBT42Q-P Series  

以 MDBT42Q 為例，平台廠商必須於平台上標示字樣「本產品內含射頻模組：ID 編號 

CCAM16LP1180T2」。

「平台」定義如下：若器材組裝本案模組，消費者仍能正常使用該器材主要功能，該器材得視

為平台。若器材不組裝本案模組，消費者不能正常使用該器材主要功能，該器材不能視為平

台。該類不同廠牌型號器材組裝本案審驗模組後，須分別申請型式認證。

11.10.4. IC (Canada)
The IC statement should be included in the user manual when there is no enough space on 

label. Otherwise, it should be included on the label.

“This device complies with Industry Canada license-exempt RSS Standard(s). Operation is 

subject to the following two conditions. (1) This device may not cause harmful interference. 

(2) This device must accept any interference received, including interference that may cause 

undesired operation.

Le présent appareil est conforme aux CNR d'Industrie Canada applicables aux appareils 

radio exempts de licence.L'exploitation est autorisée aux deux conditions suivantes: (1) 

l'appareil ne doit pas produire de brouillage, et (2) l'utilisateur de l'appareil doit accepter tout 

brouillage radioélectrique subi, même si le brouillage est susceptible d'en compromettre le 

fonctionnement.”

The final end product must be labeled in a visible area with the following: “Contain IC ID: 

8017A-MDBT42Q”.
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12. Notes and cautions
Module is not designed to last for a lifetime. Like general products, it is expected to be worn 

out after continuous usage through the years. To assure that product will perform better and 

last longer, please make sure you:

⚫ Follow the guidelines of this document while designing circuit/end-product. Any 

discrepancy of core Bluetooth technology and technical specification of IC should refer 

to definition of Bluetooth Organization and Nordic Semiconductor as final reference.

⚫ Do not supply voltage that is not within range of specification.

⚫ Eliminate static electricity at any cost when working with the module as it may cause 

damage. It is highly recommended adding anti-ESD components to circuit design to 

prevent damage from real-life ESD events. Anti-ESD methods can be also applied in 

mechanical design.

⚫ Do not expose modules under direct sunlight for long duration. Modules should be kept 

away from humid and salty air conditions, and any corrosive gasses or substances. 

Store it within -40℃ to +125℃ before and after installation.

⚫ Avoid any physical shock, intense stress to the module or its surface.

⚫ Do not wash the module. No-Clean Paste is used in production. Washing it will oxidize 

the metal shield and have chemistry reaction with No-Clean Paste. Functions of the 

module are not guaranteed if it has been washed.

The module is not suitable for life support device or system and not allowed to be used in 

destructive device or systems in any direct or indirect ways. The customer agrees to 

indemnify Raytac for any losses when applying modules in applications such as the ones 

described above.
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13. Basic facts for nRF52 chip
Below chart shows basic spec for Nordic nRF52 family, which is helpful to understand the 

differences between each SoC. Any discrepancy shall refer to Nordic’s technical document 

as final reference.



 

See Full list of Raytac’s Bluetooth modules

⚫ AN54LQ series (QFN package IC)

Series 
Nordic 

Solution Raytac No. 
IC 

Ver. Antenna RAM NVM 

AN54LQ 

nRF54L15 AN54LQ-15 1 

Chip 

Antenna 

256 kB 1.5 MB 

nRF54L10 AN54LQ-10 1 192 kB 1MB 

nRF54L05 AN54LQ-05 1 96 kB 0.5MB 

AN54LQ-P 

nRF54L15 AN54LQ-P15 1 

PCB 

Antenna 

256 kB 1.5 MB 

nRF54L10 AN54LQ-P10 1 192 kB 1MB 

nRF54L05 AN54LQ-P05 1 96 kB 0.5MB 

AN54LQ-U 

nRF54L15 AN54LQ-U15 1 

u.FL 

Connector 

256 kB 1.5 MB 

nRF54L10 AN54LQ-U10 1 192 kB 1MB 

nRF54L05 AN54LQ-U05 1 96 kB 0.5MB 

⚫ AN54LV series (WLCSP package IC)

Series 
Nordic 

Solution Raytac No. 
IC 

Ver. Antenna RAM NVM 

AN54LV 

nRF54L15 

AN54LV-15 1 
Chip 

Antenna 
256 kB 1.5 MB 

AN54LV-P AN54LV-P15 1 
PCB 

Antenna 
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⚫ MDBT53 series (WLCSP package IC)

Series 
Nordic 

Solution Raytac No. 
IC 

Ver. Antenna RAM 
Flash 

Memory 

MDBT53 nRF5340 MDBT53-1M 1 
Chip 

Antenna 512 kB 1 MB 

MDBT53-P nRF5340 MDBT53-P1M 1 
PCB 

Antenna 512 kB 1 MB 

MDBT53-U nRF5340 MDBT53-U1M 1 
u.FL 

Connector 512 kB 1 MB 

⚫ MDBT53V series (WLCSP package IC)

Series 
Nordic 

Solution Raytac No. 
IC 

Ver. Antenna RAM 
Flash 

Memory 

MDBT53V nRF5340 MDBT53V-1M 1 
Chip 

Antenna 512 kB 1 MB 

MDBT53V-P nRF5340 MDBT53V-P1M 1 
PCB 

Antenna 512 kB 1 MB 



 

⚫ MDBT50 series (QFN package IC)

Series 
Nordic 

Solution Raytac No. 
IC 

Ver. Antenna RAM 
Flash 

Memory 

MDBT50 

nRF52820 MDBT50-256R 1 
Chip 

Antenna 

32 kB 256 kB 

nRF52833 MDBT50-512K 1 128 kB 512 kB 

MDBT50-P 

nRF52820 MDBT50-P256R 1 
PCB 

Antenna 

32 kB 256 kB 

nRF52833 MDBT50-P512K 1 128 kB 512 kB 

⚫ MDBT50Q series (aQFN package IC)

Series 
Nordic 

Solution Raytac No. 
IC 

Ver. Antenna RAM 
Flash 

Memory 

MDBT50Q 

nRF52840 MDBT50Q-1MEN 3 

Chip 

Antenna 

256 kB 1 MB 

nRF52840 MDBT50Q-1MV2 2 

nRF52833 MDBT50Q-512K 1 128 kB 512 kB 

MDBT50Q-P 

nRF52840 MDBT50Q-P1MEN 3 

PCB 

Antenna 

256 kB 1 MB 

nRF52840 MDBT50Q-P1MV2 2 

nRF52833 MDBT50Q-P512K 1 128 kB 512 kB 

MDBT50Q-U 

nRF52840 MDBT50Q-U1MEN 3 

u.FL 

Connector 

256 kB 1 MB 

nRF52840 MDBT50Q-U1MV2 2 

nRF52833 MDBT50Q-U512K 1 128 kB 512 kB 

Dongle 

nRF52840 

MDBT50Q-RX 1, 2 

PCB 

Antenna 

256 kB 1 MB 

MDBT50Q-CX-40 1 

nRF52833 MDBT50Q-CX-33 1 128 kB 512 kB 
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⚫ MDBT42T series (WLCSP package IC)

Series 
Nordic 

Solution Raytac No. 
IC 

Ver. Antenna RAM 
Flash 

Memory 

MDBT42T 

nRF52805 

MDBT42T-192K 

1 

Chip 

Antenna 
24 kB 192 kB 

MDBT42T-P MDBT42T-P192K 
PCB 

Antenna 

⚫ MDBT42TV series (WLCSP package IC)

Series 
Nordic 

Solution Raytac No. 
IC 

Ver. Antenna RAM 
Flash 

Memory 

MDBT42TV 

nRF52805 

MDBT42TV-192K 

1 

Chip 

Antenna 
24 kB 192 kB 

MDBT42TV-P MDBT42TV-P192K 
PCB 

Antenna 

⚫ MDBT42 series (WLCSP package IC)

Series 
Nordic 
Solution 

Raytac No. 
IC 

Ver. 
Antenna RAM 

Flash 
Memory 

MDBT42 

nRF52832 

MDBT42-512KV2 

2 

Chip 
Antenna 

64 kB 512 kB 

MDBT42-P MDBT42-P512KV2 
PCB 
Antenna 

⚫ MDBT42V series (WLCSP package IC)

Series 
Nordic 

Solution Raytac No. 
IC 

Ver. Antenna RAM 
Flash 

Memory 

MDBT42V 

nRF52832 

MDBT42V-512KV2 

2 

Chip 

Antenna 
64 kB 512 kB 

MDBT42V-P MDBT42V-P512KV2 
PCB 

Antenna 
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⚫ MDBT42Q series (QFN package IC)

Series 
Nordic 
Solution Raytac No. 

IC 
Ver. Antenna RAM 

Flash 
Memory 

MDBT42Q 

nRF52832 MDBT42Q-512KEN 3 

Chip 

Antenna 

64 kB 512 kB 

nRF52832 MDBT42Q-512KV2 2 

nRF52810 MDBT42Q-192KV2 2 

24 kB 192 kB 

nRF52811 MDBT42Q-192KL 1 

MDBT42Q-P 

nRF52832 MDBT42Q-P512KEN 3 

PCB 

Antenna 

64 kB 512 kB 

nRF52832 MDBT42Q-P512KV2 2 

nRF52810 MDBT42Q-P192KV2 2 

24 kB 192 kB 

nRF52811 MDBT42Q-P192KL 1 

MDBT42Q-U 

nRF52832 MDBT42Q-U512KEN 3 
u.FL 
Connector 64 kB 512 kB 

nRF52832 MDBT42Q-U512KV2 2 

⚫ MDBT40 series

Series 
Nordic 
Solution 

Raytac No. 
IC 

Ver. 
Antenna RAM 

Flash 
Memory 

MDBT40 nRF51822 

MDBT40-256V3 

3 
Chip 
Antenna 

16 kB 256 kB 

MDBT40-256RV3 32 kB 256 kB 

MDBT40-P nRF51822 

MDBT40-P256V3 

3 
PCB 
Antenna 

16 kB 256 kB 

MDBT40-P256RV3 32 kB 256 kB 
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 for complete model no. of each item.
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14. Useful links

⚫ Nordic Infocenter: https://infocenter.nordicsemi.com/index.jsp 

All the necessary technical files and software development kits of Nordic’s chip are on 

this website.

⚫ Nordic Developer Zone: https://devzone.nordicsemi.com/questions/ 

A highly recommended website for firmware developer. Interact with other developers 

and Nordic’s employees will help with your questions. The site also includes tutorials in 

detail to help you get started.

⚫ Official Page of nRF52810 : https://www.nordicsemi.com/eng/Products/nRF52810

A brief introduction to nRF52810 and download links for Nordic’s developing software 

and SoftDevices.

https://infocenter.nordicsemi.com/index.jsp
https://devzone.nordicsemi.com/questions/
https://www.nordicsemi.com/eng/Products/nRF52810


 

 

66 

History of firmware revision

FW 

Ver. 

Compatible 

HW Build 

Release 

Date 
Description of Revision Note 

1.0  2018/04/24 1st release. 99-52810-02A 

1.1  2018/06/01 1. UI changes: 

- Add battery service. 

- Add ”AT?ADCVALUE” to get ADC value in BLE connecting status. 

- Add ”AT+DISCONNECT” to terminate the connection. 

- If response enabled, ”AT+” will response info. 

- Set forever advertising (no timeout) as default. 

2. Add new AT commands: 

- AT+RESPONSEDIS 

- AT+RESPONSEEN (Default) 

- AT?RESPONSE 

- AT?ALLPARAMETERS 

99-52810-02B 

1.2  2018/06/27 Fixed bugs of battery service. 99-52810-02C 

1.3  2018/10/22 1.  Improved power consumption. 

2.  UI Changes: 

-  Add “AT+SLEEP” to sleep in connected state 

3.  Add new AT commands 

-  AT+CONNECTINTERVALMODE2 

-  AT+CONNECTINTERVALTIMEtttttttt 

99-52810-02D 
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FW 

Ver. 

Compatible 

HW Build 

Release 

Date 
Description of Revision Note 

1.3  2018/10/22 (continued) 

-  AT?CONNECTINTERVALTIME 

-  AT+SETGPIOnnHIGH 

-  AT+SETGPIOnnLOW 

-  AT+SETGPIOnnOFF 

4.  Modify detection for ADC value. 

5.  Add function of setting MAC address by the user. 

99-52810-02D 

1.4  2019/04/09 1. Fixed issues of reading MAC address. 

2. Added an update process on DLE after connection. 

99-52810-02E 
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Full list of Raytac’s Wi-Fi modules

⚫ AN7002Q series (QFN package IC)

Series 
Nordic 

Solution Raytac No. 
IC 

Ver. Antenna Size Weight 

AN7002Q nRF7002 

AN7002Q 1 
Chip 

Antenna 
17.1 x 10.8 x 2.1 mm 

0.78 

(±0.02g) 

AN7002Q-P 1 
PCB 

Antenna 
17.1 x 10.8 x 2.1 mm 

0.79 

(±0.02g) 

AN7002Q-U 1 
u.FL 

Connector 
16.4 x 10.8 x 2.1 mm 

0.85 

(±0.02g) 
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Full list of Raytac’s Bluetooth modules

⚫ AN54LQ series (QFN package IC)

Series 
Nordic 

Solution Raytac No. 
IC 

Ver. Antenna RAM NVM 

AN54LQ 

nRF54L15 AN54LQ-15 1 

Chip 

Antenna 

256 kB 1.5 MB 

nRF54L10 AN54LQ-10 1 192 kB 1MB 

nRF54L05 AN54LQ-05 1 96 kB 0.5MB 

AN54LQ-P 

nRF54L15 AN54LQ-P15 1 

PCB 

Antenna 

256 kB 1.5 MB 

nRF54L10 AN54LQ-P10 1 192 kB 1MB 

nRF54L05 AN54LQ-P05 1 96 kB 0.5MB 

AN54LQ-U 

nRF54L15 AN54LQ-U15 1 

u.FL 

Connector 

256 kB 1.5 MB 

nRF54L10 AN54LQ-U10 1 192 kB 1MB 

nRF54L05 AN54LQ-U05 1 96 kB 0.5MB 

⚫ AN54LV series (WLCSP package IC)

Series 
Nordic 

Solution Raytac No. 
IC 

Ver. Antenna RAM NVM 

AN54LV 

nRF54L15 

AN54LV-15 1 
Chip 

Antenna 
256 kB 1.5 MB 

AN54LV-P AN54LV-P15 1 
PCB 

Antenna 
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⚫ MDBT53 series (WLCSP package IC)

Series 
Nordic 

Solution Raytac No. 
IC 

Ver. Antenna RAM 
Flash 

Memory 

MDBT53 nRF5340 MDBT53-1M 1 
Chip 

Antenna 512 kB 1 MB 

MDBT53-P nRF5340 MDBT53-P1M 1 
PCB 

Antenna 512 kB 1 MB 

MDBT53-U nRF5340 MDBT53-U1M 1 
u.FL 

Connector 512 kB 1 MB 

⚫ MDBT53V series (WLCSP package IC)

Series 
Nordic 

Solution Raytac No. 
IC 

Ver. Antenna RAM 
Flash 

Memory 

MDBT53V nRF5340 MDBT53V-1M 1 
Chip 

Antenna 512 kB 1 MB 

MDBT53V-P nRF5340 MDBT53V-P1M 1 
PCB 

Antenna 512 kB 1 MB 
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⚫ MDBT50 series (QFN package IC)

Series 
Nordic 

Solution Raytac No. 
IC 

Ver. Antenna RAM 
Flash 

Memory 

MDBT50 

nRF52820 MDBT50-256R 1 
Chip 

Antenna 

32 kB 256 kB 

nRF52833 MDBT50-512K 1 128 kB 512 kB 

MDBT50-P 

nRF52820 MDBT50-P256R 1 
PCB 

Antenna 

32 kB 256 kB 

nRF52833 MDBT50-P512K 1 128 kB 512 kB 

⚫ MDBT50Q series (aQFN package IC)

Series 
Nordic 

Solution Raytac No. 
IC 

Ver. Antenna RAM 
Flash 

Memory 

MDBT50Q 

nRF52840 MDBT50Q-1MEN 3 

Chip 

Antenna 

256 kB 1 MB 

nRF52840 MDBT50Q-1MV2 2 

nRF52833 MDBT50Q-512K 1 128 kB 512 kB 

MDBT50Q-P 

nRF52840 MDBT50Q-P1MEN 3 

PCB 

Antenna 

256 kB 1 MB 

nRF52840 MDBT50Q-P1MV2 2 

nRF52833 MDBT50Q-P512K 1 128 kB 512 kB 

MDBT50Q-U 

nRF52840 MDBT50Q-U1MEN 3 

u.FL 

Connector 

256 kB 1 MB 

nRF52840 MDBT50Q-U1MV2 2 

nRF52833 MDBT50Q-U512K 1 128 kB 512 kB 

Dongle 

nRF52840 

MDBT50Q-RX 1, 2 

PCB 

Antenna 

256 kB 1 MB 

MDBT50Q-CX-40 1 

nRF52833 MDBT50Q-CX-33 1 128 kB 512 kB 
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⚫ MDBT42T series (WLCSP package IC)

Series 
Nordic 

Solution Raytac No. 
IC 

Ver. Antenna RAM 
Flash 

Memory 

MDBT42T 

nRF52805 

MDBT42T-192K 

1 

Chip 

Antenna 
24 kB 192 kB 

MDBT42T-P MDBT42T-P192K 
PCB 

Antenna 

⚫ MDBT42TV series (WLCSP package IC)

Series 
Nordic 

Solution Raytac No. 
IC 

Ver. Antenna RAM 
Flash 

Memory 

MDBT42TV 

nRF52805 

MDBT42TV-192K 

1 

Chip 

Antenna 
24 kB 192 kB 

MDBT42TV-P MDBT42TV-P192K 
PCB 

Antenna 

⚫ MDBT42 series (WLCSP package IC)

Series 
Nordic 
Solution 

Raytac No. 
IC 

Ver. 
Antenna RAM 

Flash 
Memory 

MDBT42 

nRF52832 

MDBT42-512KV2 

2 

Chip 
Antenna 

64 kB 512 kB 

MDBT42-P MDBT42-P512KV2 
PCB 
Antenna 

⚫ MDBT42V series (WLCSP package IC)

Series 
Nordic 

Solution Raytac No. 
IC 

Ver. Antenna RAM 
Flash 

Memory 

MDBT42V 

nRF52832 

MDBT42V-512KV2 

2 

Chip 

Antenna 
64 kB 512 kB 

MDBT42V-P MDBT42V-P512KV2 
PCB 

Antenna 
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⚫ MDBT42Q series (QFN package IC)

Series 
Nordic 
Solution Raytac No. 

IC 
Ver. Antenna RAM 

Flash 
Memory 

MDBT42Q 

nRF52832 MDBT42Q-512KEN 3 

Chip 

Antenna 

64 kB 512 kB 

nRF52832 MDBT42Q-512KV2 2 

nRF52810 MDBT42Q-192KV2 2 

24 kB 192 kB 

nRF52811 MDBT42Q-192KL 1 

MDBT42Q-P 

nRF52832 MDBT42Q-P512KEN 3 

PCB 

Antenna 

64 kB 512 kB 

nRF52832 MDBT42Q-P512KV2 2 

nRF52810 MDBT42Q-P192KV2 2 

24 kB 192 kB 

nRF52811 MDBT42Q-P192KL 1 

MDBT42Q-U 

nRF52832 MDBT42Q-U512KEN 3 
u.FL 
Connector 64 kB 512 kB 

nRF52832 MDBT42Q-U512KV2 2 

⚫ MDBT40 series

Series 
Nordic 
Solution 

Raytac No. 
IC 

Ver. 
Antenna RAM 

Flash 
Memory 

MDBT40 nRF51822 

MDBT40-256V3 

3 
Chip 
Antenna 

16 kB 256 kB 

MDBT40-256RV3 32 kB 256 kB 

MDBT40-P nRF51822 

MDBT40-P256V3 

3 
PCB 
Antenna 

16 kB 256 kB 

MDBT40-P256RV3 32 kB 256 kB 
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Release note
⚫ 2018/05/11 Version A: 1st release

⚫ 2018/06/08 Version B:

(1) See History of firmware revision for FW version 1.1.

⚫ 2018/06/27 Version C:

(1) See History of firmware revision for FW version 1.2.

⚫ 2018/08/13 Version D:

(1) Added Chapter 5: Product Dimension

(2) Updated tray info in Chapter 7, “no washing” note in Chapter 11.

⚫ 2018/10/22 Version E:

(1) Updated Chapter 7

(2) See History of firmware revision for FW version 1.3.

⚫ 2020/04/13 Version F:

(1) See History of firmware revision for FW revision 1.4.

(2) Updated the tray info in section 7.2.

(3) Updated technical spec based on nRF52810 Specification V1.3.

(4) Added section 9: Antenna.

(5) Added MDBT50-256R & MDBT50-P256R (nRF52820 module) in the list of Raytac 

BLE module.

⚫ 2020/06/11 Version G:

(1) Refined description in section 3.

(2) Added tolerance of size info in section 5.

(3) Updated CE EN300 328 v.2.2.2 and information of 2Mbps in section 11. 

(4) Added nRF52820 in section 13.
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⚫ 2020/12/31 Version H

(1) Refined description in section 1 of Chapter 3: How to Control via External MCU.

(2) Updated information of T&R in Chapter 7: Shipment Packaging Information.

(3) Added BT 5.2 SIG approval in Chapter 11: Certification.

(4) Updated table in Chapter 13: Basic Facts for nRF52 Family.

(5) Updated Full List of Raytac’s BLE Modules.

⚫ 2021/07/07 Version I

(1) Adding information of current consumption in sleep mode in Chapter 4: Current Test.

(2) Updated graphs in section 2 of Chapter 5: Product Dimension.

(3) Updated information of T&R in Chapter 7: Shipment Packaging Information.

(4) Refined description of default in Chapter 10: Reference Circuit.

(5) Updated SRRC certificate in Chapter 11: Certification.

⚫ 2022/07/01 Version J

(1) Updated Chapter 7: 7.2.1 Tray Packaging with 7.2.2 Tape & Reel Packaging info.

(2) Updated Chapter 5: 5.3 RF Layout Suggestion (aka Keep-Out Area).

(3) Updated List of Raytac’s Model no.

(4) Updated Chapter 8: Specification corresponding to Nordic’s new nRF52810 Product 

Specification V1.4.

⚫ 2022/08/19 Version K

(1) Added item 4 info in Chapter 3.1: How to Send AT Commands info.

(2) Added item 3 info in Use Hardware Method in Chapter 3.3:

(3) Added item 3 info in Use Software Method in Chapter 3.3:

⚫ 2025/07/14 Version L

(1) Updated drawing in Chapter 5 for a better understanding of PCB measurement & RF 

layout suggestion.

(2) Updated Chapter 8: Specification corresponding to Nordic's new nRF52810 Product 

Specification V1.5.
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(3) Updated the SRRC (China) and KC (South Korea) certificates in Chapter 11: 

Certification.

(4) Added declaration ID for BT5.4 in Chapter 11.1.

(5) Added the list of Raytac’s Wi-Fi models.

(6) Updated the list of Raytac’s model numbers.

(7) Updated the company logo and service email address information.

 


